
HVC-151

HVC-151

-Features-
■ 3D DNR
■ High Light Mask (HLM)
■ Tri-Axis
■ Sens-Up
■ Built-in OSD
■ Easy Flip Open Case■ Easy Flip Open Case
■ Motion Detection

Sensor
Resolution
Lens
Scanning System
Illumination
S/N Ratio
Video OutputVideo Output
White Balance
Electronic Shutter

OSD
Backlight
Compensation
Auto Gain 
ControlControl
3D DNR
WDR
Sens-Up
Day & Night
Privacy
Motion Detection
MirrorMirror
Sync
Power 
Operating Temp

1/3” Sony Super HAD CCD
650 TV Lines
2.8-12mm
2:1 Interlaced
0.3 Lux Color / 0.002 Lux B&W
More than 50dB
1.0 Vp-p Comp. 75 Ohms1.0 Vp-p Comp. 75 Ohms
ATW / AWC / PUSH / Manual
Auto / Manual (1/60sec ~ 
1/120,000sec)
Built-in
Low / Middle / High / HLM / Off

Low / Middle / High / Off

Low / Middle / High / OffLow / Middle / High / Off
On / Off
x2 ~ x256 / Off
Auto / Color / B&W / CDS
On / Off (6 zone)
On / Off
Mirror / V-Flip / Rotate / Off
Internal / AutoInternal / Auto
DC 12V 
14° ~ 140°F (-10° ~ 60°C)
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High Resolution Varifocal Indoor Dome Camera

Standard Camera


