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Product Datasheet

LCD Monitors Enclosures  

MH-17-IDV, MH-20-IDV

Sealed Dustproof Enclosure

Tamperproof Security Screws

Vandal Resistant

Lightweight 12 GA Aluminum Case

3/16”  Clear Polycarbonate  Cover

Built-In Air Intake/Outlet Filters

Features

Specificatio
n

MH-17-IDV MH-20-IDV MH-24-IDV MH-42-IDV

LCD Size
Fits 15“ & 17“ LCD 

Monitors

Fits 19“ & 20“ LCD 

Monitors
Fits 24“ LCD Monitors Fits 42“ LCD Monitors

Construction 12 Gauge Aluminum Case (#3003-H14 Alloy)

Viewing Cover 3/16” Clear, abrasion Resistant Polycarbonate

Finish Grey Polyurethane Coating

Security Lock 2 x Tamperproof Security Screws

Fan 110V, 30 CFM Fan Built-In

VESA Mount 100mm x 100mm (MIS-D) 200mm x 100mm (MIS-E) 200mm x 300mm (MIS-F)

External 

Dimensions

(W x H x D) 19.25” x 19.5” 

x 6.5” (48.9cm x 49.5cm x 

16.5cm)

(W x H x D) 25.0” x 19.4” x 

7.0” (63.5cm x 49.2cm x 

17.8cm)

(W x H x D) 28.25” x 

19.875” x 7.375” (71.8cm 

x 50.5cm x 18.7 cm)

(W x H x D) 45.875” x 

32.1875” x 7.375” 

(116.5cm x 79.2cm x 

18.7cm)

Internal Dimensions

(W x H x D) 15.75” x 

15.75” x 5.5” (40.0cm x 

40.0cm x 14.0cm)

(W x H x D) 22.0” x 16.0” x 

6.0” (55.9cm x 40.6cm x 

15.2cm)

(W x H x D) 22.375” x 

13.75” x 3.375” (56.8cm x 

34.9cm x 8.6cm)

(W x H x D) 40.4” x 24.74” 

x 3.375” (102.6cm x 

62.9cm c 8.6cm)

Max. Monitor 

Dimensions

(W x H x D) 15.5” x 14.0” x 

3.5” (39.4cm x 35.6cm x 

8.9cm)

(W x H x D) 21.25” x 

14.625” x 3.50” (54.0cm x 

37.1cm x 8.9cm)

(W x H x D) 22.375” x 

13.75” x 3.375” (56.8cm x 

34.9cm x 8.6cm)

(W x H x D) 40.4” x 24.74” 

x 3.375” (102.6cm x 

62.9cm c 8.6cm)

Weight (Net) 18 lbs / 8.18 kg 20.0 lbs / 9.1 kg 42 lbs / 19.19kg 65 lbs / 29.54 kg

More 

Features

Shockproof 

polycarbonate 

window, 

compatible with 

all models of 

monitors and 

media players, 

integrated 

power strip 


