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64 Channel Mini Server

Features

Product Datasheet

IPS-6400

H.265 & H.264 Video Compression

Up to 64 IP channels Channels

Support Onvif IP cameras 

Dual USB for Mouse & Keyboard 

Digital Zoom support 

Specification IPS-6400
VIDEO

Decoding Performance Max. 30fps. 8 Channel @ 1080P / 30fps x 64 @ D1

Support Codec H.264 / H.265 (Option) Video Compression, M-JPEG

Display Mode Max 8 x8 Display mode Groupe Display Mode

Re-Stream Support Video Re-Streaming 

INTERFACE

Video Out 1 HDMI , 1 VGA

Audio In/Out 1 Speaker, 1 Microphone (LINE IN port: Reserved)

Peripherals 2 USB Port (Btype) for Mouse, Keyboard etc.

NETWORK

Ethernet 2 x 10/100/1000- base-T (auto sensing)

Dynamic IP DDNS Support

Security
ID/Password protection, DRM based proprietary secure key distribution protocol 

(to be released)

Miscellaneous Web Interfcae Max. 16 connection

HARDWARD

Approvals KC, FCC, CE, RoHS

Working Condition 0c - 50c  80% RH

Power Supply SMPS, DC 12V  1AMP 

Power Consumption Max. 4.5W

Dimension (W x D x H) 195 x 150.2 x 38mm

Weight About 725g (without power supply)
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